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Diesel Cart 

Dapco Inc. 

PC-13 Diesel Cart 

2 man, 4 man, & Ambulance  
______________________

 

For more information please contact: Jeremy Parker 

jdparker@dapcoinc.com 

11500 Nebo Rd, Nebo KY 42441 

Ph:270-249-3592  

Dapco PC-13 Diesel Carts are designed for fast and efficient transportation of personnel 

and or materials. The PC-13 is available in 2 man, 4 man, and ambulance configurations.  

Each carrier is equipped with a clean burning MSHA approved/ tier IV compliant engine 

to minimize emissions.  Our carriers are easy to maintain with quick and convenient  

access to fuel and grease points. PC-13 rear storage compartments offer 8-10 cubic feet 

of storage space depending upon model.  Our carriers can be equipped with optional  

canopy (standard on ambulance) and or windshield.   
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Diesel Cart  

Dimensions: 

OAH: ………….…....2 man…………...37” 

  4 man…………...37” 

OAH: With Optional Canopy  

  2 man…………...55” 

  4 man…………...52” 

  Ambulance…...51” 

OAW:   ……………...2 man…………...48” 

  4 man…………...54” 

  Ambulance…...60” 

OAL:…………………..2 man…………...140" (11’-8”) 

  4 man…………...168” (14’) 

  Ambulance…...177” (14’-9”) 

Ground clearance……………………...11” 

Fuel capacity…………...10 gallon (Approx. 10 hrs runtime) 

Vehicle weight…………………………….2200 lb 

  +200lb 4 man and ambulance 

Gross vehicle weight…………………..3200 lb  

  +200lb 4 man and ambulance 

Max operating grade………....……...30% 

Rear bed area……….……2-Man, 47-1/2" W x 26" D x 11" T 

                                         4-man, 53-1/2” W x 26” D x 11” T 

                            Ambulance, 59-1/2” W x  26” D x 11” T 

Specifications: 

Engine……………………………….21.6 hp, Kubota D902, MSHA 
 App. No. 07-ENA0100007, w/Engine over-temp, low-oil 
 pressure shutdown protection, and Kubota, passive    
 silencer 

Ventilation Required…………………. 1000 CFM 

Transmission/drive axle: 

Schafer H12 F-N-R 1800 lb. floating rear axle 

12.25 to 1 forward ratio 

13.25 to 1 reverse ratio 

Torque sensing (will not overload engine) CVT transmission.  
 0-19 mph 

 

 

 

Brakes: 

(2) Dual service brake (mineral based oil) master cylinders 

Service brakes, enclosed wet disc in all four wheels. 

Secondary and parking brakes, enclosed wet disc in  

 rear wheels, spring applied, hydraulic released. 

 

Steering/suspension: 

Steering inside radius ……………………...12’ 

 4 man and ambulance………..16’ 

Coil over suspension system 

Front swing axle 

Rear independent suspension 

1/2 ton rated steering components 

Molded foam or vinyl folding seats 

22 x 8 x 10 high flotation tires 

 

Electrical: 

12 volt electrical system 

Full electrical system protection 

Battery, 12 volt Optima 34/78, 800 CCA 

Four lights—18 Watt LED, 2 Forward, 1 Rib-light and 1 Backup 
Light 

Horn 

B/u alarm 

Additional information: 

Tailgate with HD latches 

Body sides constructed of AR 400 

Front storage compartment  


