
 1 

Diesel  Scoop 

 

Dapco Inc. 
Diesel Scoop 

For more information please contact: Jeremy Parker 

jdparker@dapcoinc.com 

11500 Nebo Rd, Nebo KY 42441 

The Dapco Diesel Scoop is an outby workhorse.  With a 1450
 
in

3 
 bucket if you 

want a load moved this is how you move it.  The Diesel Scoop comes equipped 

with a  single cylinder ejec blade, but is also available with a dual cylinder timed 

ejector (for greater bucket capacity) as well as two different engine configura-

tions. 
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Diesel  Scoop 

Dimensions: 

  OAH…………………………………..44”-46” 

  OAL…………………………………..372” 

  OAW…………………………………112” 

  Gross weight…………………...44,000lbs 

Specifications: 

  Engine options………4 cyl. 173hp, Mercedes OM904LA 

         4 cyl. 157hp, Deutz BF4M1013 

  w/ auto engine shutdown for water temp, oil pressure and 

fire  suppression;  

  Exhaust purifier……………....Engine Control Systems, Catrap with 

 exhaust backpressure monitor with optional custom 

made insulating blanket 

  Intake air system …………….dual element dry air cleaner with  

 restriction indicator. 

  Fuel Capacity…………………...45 gallon removable tank 

 w/guarded self closing fuel cap 

  Drive………………………………..4 wheel drive with Deere 1200TM II            

 planetary drive axles w/ hyd diff lock 

   Tires……………………………….…mine service foam filled available  

         35”,38”,44” sizes 

Independent front and rear braking system: 

Braking……………………………..Fully hydraulic wet disc brakes each 

 axle; spring applied hydraulic released driveline wet 

 disc supplemental and park brake.   

  Hand pump park brake tow release package. 

Full reversing powershift transmission: 

Clark 32000, 4 speed with declutch. 

Remote hydraulic shift 

Clark C323.19 torque converter. 

Hydraulic system: 

Open center hydraulic circuits.  Fixed displacement gear type 

 hydraulic pumps. 

Fifty-five gallon hydraulic reservoir with 100 mesh suction  

  strainers.  

O-Ring Sealed Hydraulic Tank Cleanouts. 

Return line filters, spin on, 10 micron rating. 

Hydraulic hose………...M.S.H.A. approved Gates Megatuff®   

Stick controlled articulated steering: 

Heavy duty tapered roller bearing articulation joint with Cap and 

Bolt construction 

Oscillation bearings……….double Timken Tapered roller bearings 

Two double acting 4”bore x 18” stroke with 2” rod, steering   

cylinders with replaceable bushings in cylinders and frame 

ears. 

Operator station: 

10” outboard for extra leg room 

Heavy duty suspension seat with arm rest and seat belt for  

 operator. 

Tag in compartment: engine s.n./model, h.p., vent rate. 

 Instruments and electrical: 

Temperature, Oil pressure, Volts and Tachometer Dis played Via 

Murphy Power View, clutch pressure and converter        

temperature gauges, Electrical master switch on battery 

positive circuit, five LED lights: two front lights, two rear 

lights, one operators station side light, all with reinforced 

light guards, Wiring: Over-current protection on all  circuits, 

brake accumulator pressure gauges, low pressure warning 

light,  park brake “applied” warning light, engine shut down 

system warning light, battery, Cat 4-D, 12 volt, zero mainte-

nance 1365 cold cranking amps. 
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Diesel  Scoop 

Standard equipment 

Load, Haul, Dump, Single Cylinder Eject Bucket 

Bucket construction to be 1” AR-400 sides, ½” AR-400 Bottom, 

and  2” AR-400 Cutting Edge 

Rear Frame Counterweights. 

Hitch receiver box designed to accept Willison coupler with        

1-1/2” pin , constructed of AR-400 plate  

Hydraulic p.t.o, 28 g.p.m at 1800 psi, bi-directional control valve 

with spring return to center, control lever. 

8 nozzle dry chemical fire suppression system (2-30# tanks), 

auto actuation, tied to engine shutdown. 

Epoxy paint Cat Yellow with red & silver reflective tape on all 

sides, standard.  color is optional. 

Options: 

24v Electrical system 

Canopy 

Timing drive eject bucket (dual cylinder) 

Trojan wrap fill in tires 

4 nozzle liquid chemical fire suppression system 


